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REF TEK 147A-01/3 

S/N: 18707 
Normalized Magnitude-frequency Characteristics 

Freq.(Hz) 
Z-Axis        

(Vertical) 

Y-Axis        

(North/South) 

X-Axis        

(East/West) 

1.00 1.0002 1.0002 1.0002 

10.00 1.0000 1.0000 1.0000 

20.00 0.9995 0.9994 0.9994 

30.00 0.9986 0.9983 0.9985 

40.00 0.9973 0.9967 0.9971 

50.00 0.9958 0.9946 0.9953 

60.00 0.9940 0.9920 0.9932 

70.00 0.9922 0.9891 0.9909 

80.00 0.9905 0.9860 0.9885 

90.00 0.9897 0.9835 0.9866 

100.00 0.9901 0.9819 0.9857 

120.00 0.9974 0.9851 0.9890 

140.00 1.0204 1.0035 1.0045 

160.00 1.0599 1.0388 1.0316 

Sensitivities 

 

Z-Axis 

(Vertical) 

Y-Axis 

(North/South) 

X-Axis 

(East/West) 

Output Sensitivity        

(V/g) 
2.502 2.501 2.500 

Cross-axis Coupling         

(g/g) 
0.00% 0.12% 0.20% 

 


