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REF TEK 147A-01/3 

S/N: 18734 
Normalized Magnitude-frequency Characteristics 

Freq.(Hz) 
Z-Axis        

(Vertical) 

Y-Axis        

(North/South) 

X-Axis        

(East/West) 

1.00 1.0023 1.0021 1.0018 

10.00 1.0000 1.0000 1.0000 

20.00 0.9937 0.9941 0.9950 

30.00 0.9846 0.9856 0.9878 

40.00 0.9744 0.9760 0.9797 

50.00 0.9654 0.9675 0.9724 

60.00 0.9591 0.9614 0.9673 

70.00 0.9576 0.9598 0.9661 

80.00 0.9624 0.9642 0.9703 

90.00 0.9743 0.9754 0.9807 

100.00 0.9945 0.9946 0.9983 

120.00 1.0614 1.0595 1.0581 

140.00 1.1393 1.1387 1.1356 

160.00 1.1228 1.1290 1.1425 

Sensitivities 

 

Z-Axis 

(Vertical) 

Y-Axis 

(North/South) 

X-Axis 

(East/West) 

Output Sensitivity        

(V/g) 
2.499 2.499 2.500 

Cross-axis Coupling         

(g/g) 
0.28% 0.44% 0.48% 

 


